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HOT-MIX ASPHALT APPROACHES &
MAILBOX RETURNS FOR TWO LIFT
(3P) RESURFACING PROJECTS
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PRIVATE ENTRANCE

EDGE OF SHLDR

EDGE OF PAVT
SIDE ROAD RETURN

NOTE: EXISTING HMA PE’s, CE’s, SR’s, & MB TURNOUTS
Place 2 174 " Incidental Hot-Mix Asphalt Surfacing #40800050

on entrance to conform to the existing configuration.

EXISTING AGG. PE's & CE’s
Place 2’ Incidental Hot-Mix Asphalt Surfacing #40800050 on
existing entrance to conform to the present configuration.

EXISTING AGG. SIDEROADS
Place 3" Incidental Hot-Mix Asphalt Surfacing #40800050 on
sideroad to conform to the present configuration.
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WITNESS MARKER FOR PERMANENT
SURVEY MARKERS, TYPE i
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GENERAL_NOTES

A WITNESS MARKER SHALL BE INSTALLED
WITHIN 1° OF ALL PERMANENT SURVEY
MARKERS TYPE II EXCEPT IN AREAS WHERE
THE MARKER IS IN THE SIDEWALK. THIS
WORK WILL BE INCLUDED TO THE CONTRACT
UNIT PRICE PER EACH FOR PERMANENT

SURVEY MARKERS, TYPE II.
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EXISTING AGG. MAILBOX TURNOUTS
Existing Agg. Mailbox Turnouts shall be constructed
as shown below.
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/ INCIDENTAL HOT-MIX ASPHALT SURFACING 2
INC HMA SURF 2 (TON) 5.8 | 7.8

AGGREGATE BASE COURSE TYPE B 8"

BIT PRIME COAT (TON) 0.06 {0.08
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BRASS OR ALUMINUM TABLET

Cap Cement or
x approved epoxy
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Use pure cement and

water or approved epoxy

to seal marker tablet
in rock ledge, concrete

pavement or structure.

Hole shall be 40 (1-1/2)
diometer,

Tablet constructed In
rock ledge or concrete.

TYPE I

DETAIL A

See DETAIL A

To be 1.2 m (4'-0") min. In Dist. 1, 2, 3, & 4.
To be 900 (3'-0") min. in Dist. 5, 6, 7, 8, & 9.

TYPE 1I
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No. 10 Bars
(No. 3)

No. 10 {No. 3) bors to be 750 (30") for 900 (36") min. & 1.1 m(3’-6’) for L2 m{4’-0")min.
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HOT-MIX ASPHALT APPROACHES & MAILBOX RETURNS FOR TWO LIFT (3P) RESURFACING PROJECTS 47.2
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